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(57) Abstract: The invention relates to a method for regulating an internal combustion engine according to one or several physi- 
cal models, wherein measurement values and adjustment values are provided as system parameters, underlying the physical model, 
in order to operate the internal combustion engine according to a regulation. One or several adaptation values can be applied, re- 
spectively, to said system parameters, in order to adapt said physical model to real conditions of the internal combustion engine. 
Estimation parameters are determined by means of said system parameters. Measurement parameters are determined on a measure- 
ment of the physical parameters, underlying estimation parameters. Said measurement parameters are evaluated in relation to the 
estimation parameters. Adaptation values are determined for at least one part of said system parameters according to an adaptation 
method, by means of said measurement parameters, and a first operation mode or a second operation mode is adopted depending on 
said adaptation values. 
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(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zum Regeln einer Brennkraftmaschine gemaB einem oder mehre- 
rer physikalischer Modelle, wobei Messwerte und Stellwerte als dem physikalischen Modell zugrundeliegende SystemgrOBen zur 
Verfligung gestellt werden, um die Brennkraftmaschine gemaB einer Regelung zu betreiben, wobei die SystemgrOBen jeweils mit 
einem oder mehreren Adaptions werten beaufschlagbar sind, um das physikalische Modell an reale Zustande der Brennkraftmaschine 
anzupassen, wobei anhand derSystemgrdBen SchatzgrGBen ermittelt werden, wobei in einer Messung derSchatzgrSBen zugrundelie- 
genden physikalischen GrSBen Messgn3Ben ermittelt werden, wobei die Messgr5Ben beziiglich der SchatzgrQBen bewertet werden, 
wobei gemaB einem Adaptions verfahren mit Hilfe der MessgrOBen Adaptionswerte fur zumindest einen Teil der SystemgrdBen er- 
mittelt werden, wobei abhangig von den Adaptionswerten ein erster Betriebsmodus oder ein zweiter Betriebsmodus eingenommen 
wird. 



